Valvole a spillo ad angolo retto classe 3000

Art.34
Needle valves angle type class 3000 ‘
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%: Filettatura GAS
%: BSPP threaded
N [ B | D H|h| LY
1/4" 35 | 635|115 12 | 47 10.45
3/8" 35 | 633|115 12 | 47 10.45
1/27 1 35 | 72 [115] 12 | 47 |0.45
3/47 |40 | 72 [127] 11 | 57 0.6
17 45 | 80 |130 | 11 62 [0.88
1"1/4 50 10011521 12 | 80 [1.10
1"1/2 60 120157 12 | 95 | 2.5
2" 70 1401162 12 |1001]3.75
Combinazione materiali standard — Standard materials Combination
A/316 316/316
ITEM DENOMINAZIONE MATERIALE MATERIALE
DENOMINATION MATERIAL MATERIAL
01 d Forged steel Stainless steel
Body ASTM A105N AISI316 UNI EN10088
Forged steel Stainless steel
02 |Bonnet ASTM A105N AISI316 UNI EN10088
03 INut Forged steel Stainless steel
u ASTM A105N AISI316 UNI EN10088
04 |st Stainless steel Stainless steel
em AISI316 UNI EN10088 AISIZ316 UNI EN10088
05 |Handwheel Aluminium Aluminium
Nota: Combinazioni materiali non standard a richiesta
Note: Non standard materials combinations on request
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