Valvole a globo - Globe valves
Classe / Class - ANSI300

Tab.188GS
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2” 200 35 380 |266.71165.11127.0, 19 | 8
2"1/21300| 35 460 1292.0/190.5/149.2, 22 | 8
37 1300] 35 500 |317.4209.5/168.5| 22 | 8
4" 1400] 40 600 | 355.51254.0/200.0] 22 | 8
5” |500| 55 630 |400.0(279.4|234.9| 22 | 8
6" |575| 75 720 | 444.41317.5/269.9| 22 | 12
8” 80 860 | 558.7381.01330.2] 25 | 12
10" 622.2 1444.5/387.4] 29 | 16
12" 711.11520.7/450.9] 32 | 16
Combinazione materiali standard — Standard Combination materials
GS/316 GS/B GS/316 GS/B
TEM DENOMINAZIONE MATERIALE MATERIALE TEM DENOMINAZIONE MATERIALE MATERIALE
DENOMINATION MATERIAL i MATERIAL i DENOMINATION MATERIAL MATERIAL
01 |Body Noiugl-?{/' c’:&sgtgron NO(?AUSI%{A %3855”% 06 |Handwheel Sheet of carbon steel | Sheet of carbon steel
Nodular cast iron | Nodular cast iron Planiflex KG carbo/C | Planiflex KG carbo/C
02 |Bonnet ASTM ‘A395. ASTM A335 07 |Gasket " pra1 / " P /
Stainless steel B . Carb h Carb h
03 |Body seat | ASTM A182 (F316) |  ASTM Bb2 | OB |Poking GRES00. CRE800.
. ” Stainless steel Bronze . Cast steel Bronze
04 |Disc (< DN3')| xSty At82 (F316) ASTM B62 09 |Gland bushing | xSTM A105 ASTM_B62
04 [Disc (> DN&)| Lo ded oM MIENCE | STor ey 10 |Bonnet stud bolt| ASTM A193 B7 ASTM A193 B7
Stainless steel Bronze
Nota: Combinazioni materiali non standard a richiesta
Note: Combinations non standard materials on request
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