Tab.186GS

Conform to:

Test API 598

MSS SPo1

ANSI B16.10

FF or RF FLANGES
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DN m L] D | K%k
1”1/2] 40 |150[203127.0/98.4| 16 | 4 |13
2”7 | 50 [150|203|152.4[120.6| 19 | 4 | 14
2"1/2| 70 [170]216177.8/139.7] 19 | 4 [20.5
3”7 | 80 [180]241[190.5(152.4| 19 | 4 |25
4-” 10012101292 |228.6/190.5] 19 3 42
5” 12512201330 1254.0|1215.9] 22 8 46
6” 150 |260|355|279.4|1241.3| 22 8 68
8" 2001310495 |342.9|1298.4| 22 8 146
10" |250|380(622(406.4/361.9] 25 | 12
12”7 1300|420/698(482.6(431.8| 25 | 12
Combinazione materiali standard — Standard Combination materials
GS/316 GS/B
TEM DENOMINAZIONE MATERIALE MATERIALE
DENOMINATION MATERIAL MATERIAL
01 |Bod Nodular cast iron | Nodular cast iron
Y ASTM_A395 ASTM A395
02 |Bonnet Nodular cast iron | Nodular cast iron
ASTM A395 ASTM A395
Stainless steel Bronze
03 |Body seat ASTM A182 (F316) ASTM B62
i R A e
04 |Disc (> DNA")| oo ke A2 N2 | ASTM D62
05 |Lever Nodular cast iron | Nodular cast iron
ASTM A395 ASTM A395
. Stainless steel Brass
06 |Pin ASTM A182 (F316) | CWB17N (0T58)
07 |Gasket P\omﬂexpéé}wcorbo/C P\omiﬂexpéé}wcorbo/c
08 |[Bonnet stud bolt ASTM A193 B7 ASTM A193 B7
09 [Nut ASTM A194 2H ASTM A194 2H
Nota: Combinazioni materiali non standard a richiesta
Note: Combinations non standard materials on request
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