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Valvole di ritegno serie ANSI150-300 RF, S00LBS SW-BW
Check valves type ANSI150-300 RF, S00LBS SW-BW

Tab.199S/P

Type

oD

—

A

CLASS 800 (Piston)

Type

199 S (Swing)

Type
199 P (Piston/Ball)

Combinazione materiali standard — Standard materials Combination
A/420 316/316
TEM DENOMINAZIONE MATERIALE MATERIALE
DENOMINATION MATERIAL MATERIAL
01 |Bod Forged steel Stainless steel
ody ASTM A105N ASTM A182 (F316)
02 g t Forged steel Stainless steel
onne ASTM A105N ASTM A182 (FBWG)
03 |Bod ¢ Stainless steel Stainless steel
ody sea A479 TP410 A479 TP316L
04 |pi Stainless steel Stainless steel
ISC A479 TP410 A479 TP316L
05 |Spring Steel UNI EN10270 | SfQiniess stee
06 |Gasket F316 + Graphite F316 + Graphite
07 |Bonnet stud bolt ASTM A193 B7 ASTM A193 B8
Nota:| Combinazioni materiali non standard a richiesta
Note:| Non standard materials combinations on request

>k : Per valvole di ritegno a battente (199S—FL)
>k : For swing check type (199S—FL)

ANSI150 ANSI300 CLASS 800
L o I T v B I BT O v A T AT B B
1/2"188.9] 70 [108 [ 2.6 | 95 | 50 [152.5|1525| 7.8 — | — — —
3/47198.4] 80 [118| 3.8 11755 [178[178[4.7 [ 5590 ] 90 [1.8
17 [108] 92 [127[5.1 [124][ 70 [203|216|5.7 | 70 [110] 110 [2.6
1"1/4| — - | - | = [133] = | = | = | = | 77 [127] 127 | 3.6
1"1/2]127 [100]165[8.9 [156] 98 [229]241[11.8[105]130] 130 [5.5
2" [152]140[203]14.3]165]110]267]267] 17 [120]150] 150 |8.4
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