Valvole di ritegno a battente con molla tipo Wafer PN6-40 ANSI150-300
Swing check valves with spring Wafer type NP6-40 ANSI150-300
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ND32-125 (WITH 1 SPRING)

ND150-300 (WITH 2 SPRINGS)

A D1 S b UNI PN6 [UNI PN10 |UNI PN16 | UNI PN25 | ANSI150 [weight B UNI PN40 | ANSI300
DN | INCH D E D E D E D | E D | E | (g D E D | E
32 1"1/4| 20 | 27 5 114 | 78 17 84 | 17 84 | 17 84 | 17 76 17 10.6 | 14 84 | 17 | 84 | 17
401" /2] 30 | 35 5 114 | 88 | 22 95 | 22 95 | 22 95 | 22 86 | 22 [0.7] 14 95 | 22 | 95 | 22
50 2" 35 45 6 |14 | 98 32 [109 ] 32 |109 | 32 [109 ] 32 |105| 32 [0.9] 14 1109 | 32 [109] 32
65 [2"1/2| 48 60 6 |14 [118 | 40 [ 129 | 40 [129 | 40 [129 | 40 [124 ] 40 [1.2] 14 129 | 40 [129] 40
80 3" 60 | 72 6 |14 |134 | 54 | 144 | 54 | 144 | 54 [144 | 54 | 137 | 54 [ 1.5 14 |144 | 54 [144| 54
100| 4" 78 | 90 8 |18 154 | 70 |164| 70 (164 | 70 (170 | 70 [175| 70 2.4 22 |170| 70 [178] 70
125 57 98 [109 | 9 |18 [184 | 92 [195] 92 |195 | 92 |198 | 92 |195| 92 | 3.4 | 23 1198 | 92 |213| 92
150, 6”7 [117 113210 20 (209|112 220112 [220[112 (228|112 220|112 |4.6| 24 |228[112 248|112
200, 8" [160 17710 | 22 | 264|154 | 275|154 |275[154 | 285|154 | 279|154 |7.5| 30 | 293|154 | 306|154
250] 10" [ 200|225 |13 | 26 | 319|200 | 330|200 | 330|200 | 340| 200 | 340 | 200 [13.1] 39 | 355|200 | 360|200
300| 12" [235 1268 |15 | 32 | 375|240 | 380 | 240 | 387 | 240 | 403 | 240 | 410 | 240 |20.4| 53 | 420|240 | 420|240
350 14" | 258 | 296 | 18 | 38 | 4251270 4401270 448 | 270 460270448270 | 32 | 38 |477 270484270
Combinazione materiali standard — Standard materials Combination
A/A A/316 CF8M/316 B/B

ITEM DENOMINAZIONE MATERIALE MATERIALE MATERIALE MATERIALE

DENOMINATION MATERIAL MATERIAL MATERIAL MATERIAL
01 |Bod Galvanized Carbon steel |Galvanized Carbon steel Stainless steel Bronze UNI EN1982

ody GE240 UNI EN10293 GE240 UNI EN10293 AISI316 UNI EN10088 G-CuSn5Zn5Pb5
02 |bi Galvanized Cast steel Stainless steel Stainless steel Bronze UNI EN1982

IS¢ GP240-GH UNI EN10213 CF8M ASTM A351 CF8M ASTM A351 G-CuSn5Zn5Ph5
03 |Gasket (O—ring) BUNA BUNA BUNA BUNA
Nota: Combinazioni materiali non standard a richiesta
Note: Non standard materials combinations on request
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