\ Valvole di ritegno a doppio battente in bronzo alluminio tipo wafer ANSI150 Tab.134/2
/' Non-return dual check valves aluminium bronze, wafer type class ANSI150 DUAL-BA

Conform to:
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DN #C OF H W(eKig)ht Combinazione materiali standard
50 " 104 45 60 55 Standard Combination materials
65 |2”1/2| 123 | 60 66 3 BA
30 3" 136 75 73 4 ITEM DENOMINAZIONE MATERIALE
125 5” 197 120 85 10 0O BOdy —Dronze
150 6 222 145 98 12 ASTX‘EMBZE) nczgeBSOO
200 8” 279 175 127 25 02 1Disc
oo [ ase | 2o [ 1a | o0 ASTH B148 Co5500
300| 12" | 409 | 295 | 181 | 57 03 |Seat ASTM B148 C95800
350| 14" | 450 | 350 | 184 | 85 _
400| 16" | 514 | 380 | 191 | 128 04 |Spring INCONEL X750
450 18” 549 495 203 131 Monel K=500 (2.4375
500| 20" | 606 | 495 | 219 | 198 05 |Shaft BS3076 N/<M8 )
600| 24" | 717 | 590 | 222 | 260 Bear Al—Bronze
06 | Bearing ASTM B148 C95800
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