Rubinetti per sonda UNAV4373.1 (Bronzo - contrappeso in ghisa)
Self-closing sounding cocks (Bronze - counter weight cast iron)

Tab.178

valvolina di sfiato a pulsante (a richiesta)

push button air—vent valve (on request)

Conform to:

NE408723
NM584410

Combinazione materiali standard — Standard materials Combination

B/B
[TEM [DENOMINAZIONE MATERIALE
DENOMINATION MATERIAL

Bronze UNI EN1982

81/4 Gos 01 |Body G-CuSn5Zn5Pb5
Bronze UNI EN1982
<:2 ' 02 |Bonnet G-CuSn5Zn5PbS
Bronze UNI EN1982
( 03 [Tap 6-CuSn5Zn5Pb5
Brass
04 |Lever CWB17N_(0T58)
[ ] 05 [Counter weight Cost 'EEQGJULN'QS%NWM
Brass
# ¢ 06 |Plug CWs09L (OT60)
: Brass
07 |Disc lever CWB17N (0T58)
08 |Washer Galvanized steel
09 |Gasket NBR
Weight Countersunk .
DN—d D D1 L A H h (K?;]) 10 |head screw Stainless steel
» 11 |Bolt Galvanized steel
1 1/2Gos M56x4 | 70 |135] 85 | 170 | 30 | 5.5 ° alvanized stee
” 12 Pysh button Brass
2 Gas M70x4 | 85 |155] 95 | 205 | 40 | 9.5 air—vent_valve CW617N_(0T58)

Nota: Combinazioni materiali non standard a richiesta
Note: Non standard materials combinations on request
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