Rubinetti di decantazione a pulsante con attacco filettato PN6-PN16 in acciaio inox AISI316

Tab.170PUL

Push button decantation cocks with threaded connection NP6-NP16 stainless steel AISI316
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PN6 — NP6 PN16 — NP16
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DN D1 d | H| D | Kk | f Mforlp ko of [TRET) YRS
40 1"Gas 25 12151130 100 | 14 4 1150 1110 | 18 4 4.5
40 | 34x3MUNI25)| 25 | 2151130 | 100 | 14 4 1150 1110 | 18 4 4.5
Combinazione materiali standard — Standard materials Combination
316/316 316/316
ITEM DENOMINAZIONE MATERIALE ITEM DENOMINAZIONE MATERIALE
DENOMINATION MATERIAL DENOMINATION MATERIAL
Stainless steel . Stainless steel
01 |Body ASI316 UNI EN1oosg | OO |Stem guide | w316 UNi ENT00SS
02 |Cover AET;'Q%RSES;(S;;B 06 |Cover gasket PTFE
03 |Stem AISST;iglﬁﬁlsEﬁ}g()egB 07 |Seat sedl PTFE
04 |Spri Stainless steel
pring AISI316 UNI EN10088
Nota: Combinazioni materiali non standard a richiesta
Note: Non standard materials combinations on request
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