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Valvole automatiche di decantazione PN6 - 16

) : : Tab.170SP
/ Automatic decantation valves NP6 - 16 *
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PN6 — NP6 PN16 — NP16
Weightl H H1 Holes [ H H1 Holes
DN | d Gy |y | Lo k||| LAV Liuieo]k |5
20 | 25 6 |160 140|150 | 90 [200| 90 | 65 | 11 4 1160|140 |150| 90 [200(105| 75 | 14 4
25 | 25 7 (1601401160 | 90 | 200100 | 75 | 11 4 (160|140 {160 | 90 | 200|115 | 85 | 14 4
32 | 32 | 10 |170]135[{180 (105210120 | 90 | 14 4 (1651135 (180|105 (210|140 |100 | 18 4
40 | 40 | 12 1180|155 200 | 95 |210|130 100 | 14 4 11701150 |200 (115210150110 | 18 4
50 | 50 | 13 | 180 155230100 |250(140|110| 14 4 11751150 |230 125|250 (165|125 | 18 4
65 | 65 | 26 120 160|130 | 14 4 145 1851145 | 18 4
80 | 80 | 30 180 130280190 |150 | 18 4 205 155 1325|1200 (160 | 18 8

Combinazione materiali standard — Standard materials Combination

A/316 B/316
ITEM DENOMINAZIONE MATERIALE MATERIALE
DENOMINATION MATERIAL MATERIAL
01 |Body Cast steel Bronze UNI EN1982
GP240-GH UNI EN10213 6-CuSn5Zn5Pb5
02 |Bonnet Cast steel Bronze UNI EN1982
GP240-GH UNI EN10213 6—-CuSn5Zn5Pb5
03 |Disc Stainless steel Stainless steel
AISI316 UNI EN10088 AISI316 UNI EN10088
04 |Stem Stainless steel Stainless steel
AISI316 UNI EN10088 AISI316 UNI EN10088
05 |spri Steel Steel
pring UNI EN10270 UNI EN10270
Steel (S275JR Steel (S275JR
06 |Lever UNI E<Nwooz5> UNI E<Nmoz5>
. . Brass Brass
07 |Disc spring |  cwes17nN (0T58) CW617N (OT58)
Brass Brass
08 |Plug CW509L (OT60) CW509L (0T60)
Nota: Combinazioni materiali non standard a richiesta
Note: Non standard materials combinations on request
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