Valvole sfogo aria per ponti esposti - Tipo WINEL RM1 PN10 UNI/DIN
Tank vent check valves - Type WINEL RM1 NP10 UNI/DIN

Tab.207

Conform to:
UNI-EN1092

H1

; L Z
#DN
#K Velocitd flusso: max. 4 m/s
oD Airflow velocity: max. 4 m/s
Holes |Weight
DN | D1 | D2 | H H1 L D K f N:- (Kg)
40 | 85 12161294 1238[1701150 [110] 18 4 12
50 | 85 (21612941238 |170]165 |125| 18 4 12
65 1202751354281 1220|185 |145] 18 4 19
80 [120 12751354 1281(220]1200 [160] 18 3 20
100145347 1422|332 1250|1220 180 18 3 50
12511851414 1506404290250 |210] 18 8 43
150|240 496|590 465|340 | 285 240 | 22 8 6
17512401496 |590|465|340|315 |270| 22 8 03
Combinazione materiali standard — Standard materials Combination Approved by
ITEM DENOMINAZIONE MATERIALE — o )
DENOMINATION MATERIAL American Bureau of Shipping, Bureau Veritas,
01 [Body Galvanized steel | Croatian Register of Shipping,
02 |Float bal Polyethylene (PE) Det Norske Veritas, Germanisher Lloyd, ond’s Register,

: — — — Registro [taliano Navale,
Nota: Combinazioni materiali non standard a richiesta _ O _ o
Note: Non standard materials combinations on request | Russian Maritime Register of Shipping.
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