_1 Valvole sfogo aria per sistemazione a murata - Tipo WINEL RMO PN10 UNI/DIN

Tab.208

Conform to:
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oK Velocita flusso: max. 4 m/s
) Airflow velocity: max. 4 m/s
Holes |Weight
DN | D1 | D2 | H | HT | H2 | L L1 D K f NO.
£ | (Kg)
40 | 85 1210|299 (239|145|62.5| 200 150|110 18 | 4 | 14
50 | 85 |210|2991239|150(62.5/ 200|165 125 18 | 4 | 16
65 | 120|264 342270152 |82.5] 220185145 18 | 4 | 24
80 (120264347 275|165(82.5/ 220|200 |160] 18 | 8 | 25
100|145 3384121335185 (97.5|235.5/ 220|180 18 | 8 | 36
12511851402 |5101410227112.5 250250210 18 | 8 | 53
15012401492 581461 |240(136.5) 275|285|240| 22 | 8 | 74
17512401492 580|461 |252(136.5) 295 | 315|270 22 | 8 | 79
200|300 |587 685|556 |310172.5 310 | 340 |295| 22 | 8 |108
2503251642748 (590 | 330|195 | 335|395 (350 22 | 12 | 134
300|360 |7/67|886|695|382|205| 345|445 |400| 22 | 12 | 169
Combinazione materiali standard - Standard materials Combination Appro\/ed by
TE 0 | DENOMINAZIONE MATERIALE — o .
DENOMINATION MATERIAL American Bureau of Shipping, Bureau Veritas,
01 |Body Galvanized steel | Croatian Register of Shipping,
05 |Float bal Solyethylene (PE) Dethorske _Vemtas, Germanisher Lloyd, Lloyd's Reqister,
S — - Registro Italiano Navale,
Nota: Combinazioni materiali non standard a richiesta : - : .
Note: Non standard materials combinations on request Russian Maritime Register of Shipping.
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