1 Valvole sfogo aria per ponti esposti - Tipo WINEL RM2 PN10 UNI/DIN
Tank vent check valves - Type WINEL RM2 NP10 UNI/DIN

Tab.209

Conform to:
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BK Velocitd flusso: max. 4 m/s
D Airflow velocity: max. 4 m/s
DN | D1 D2 H | HI | L | D | K | f | o |teo
£ | (Kg)

200185414 10531432 |585|340 295 22 | 8 | 76
2501240(502|650[|526| /70513953550 22 | 12 112
300 300(593]733|588|8201445|400| 22 | 12 | 151
350 |3525|646 300|661 |890 505 |460| 22 | 16 | 190
400 325|772(1890|/10|960|565|515| 26 | 16 |2/4
450|360|8/2|1950|800 (1260|615 |565| 26 | 20 | 343

Combinazione materiali standard - Standard materials Combination Approved by

'TEM| DENOMINAZIONE MATERIALE . o .
DENOMINATION MATERIAL American Bureau of Shipping, Bureau Veritas,
01 |Body Galvanized steel | Croatian Register of Shipping,
05 |Floot ball Solyethylene (PE) Det_Norske _\/emtos, Germanisher Lloyd, Lloyd's Reqister,
Registro [taliano Navale,

Nota: Combinazioni materiali non standard a richiesta . . . L.
Note: Non standard materials combinations on request Russian Maritime Register of Shipping.
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