-.,l Valvole a diaframma PN6-PN16 tipo KB
/ Diaphragm valves NP6-NP16 KB type

Tab.115 DIA/KB
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HC = HO ™ Hﬁ\oes Weight H!(\J)‘SS Weight
DN (close) | (open) L @d D K f 21 (Kg) D K f £ (Kg)
40 | 15911651159 | 28 [ 130|100 | 14 4 5.2 11501110 | 18 4 5.9
50 | 1471178190 | 43 [ 1401110 | 14 4 8.5 1165|1125 18 4 9.5
65 | 2381269216 51 160 1130 | 14 4 12 11851145 | 18 4 113.5
80 | 238 1270|254 65 [ 190|150 | 18 4 20 | 2001160 | 18 8 |21.50
100277 1315]1305| 75 |210]1/0 ] 18 4 52 12201180 | 18 8 133.0

Combinazione materiali standard — Standard materials Combination

G/RUBBER
ITEM | DENOMINAZIONE MATERIALE
DENOMINATION MATERIAL
01 |Bod Cast iron UNI EN1561
oay EN-GJL—250
Cast iron UNI EN1561
02 Bomﬁet EN-GJL—250
03 |Handwheel Cast E‘ﬁ‘ofcjjﬁz%mm
Stainless steel
04 |Stem AISI316 UNI EN10088
. Cast iron UNI EN1561
05 |Disc EN-GJL-250
06 |Diaphragm Rubber IR/IIR (BUT)

Nota: Combinazioni materiali non standard a richiesta

Note: Non standard materials combinations on request
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