.1 Saracinesche PN10M.M.L. - serie leggera Marina Militare Italiana
' Gate valves NP10M.M.LI. - light class Italian Navy
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Tab.140 PN10M.M.I.

Bronzo — Bronze %
UNI 2780 — UNAV 8481
Acciaio — Cast steel

UNI 2778 — UNAV 8484

H Holes Weight
DN (~) L|D|K]|f NF’- (Kq)
20 230|120/ 90 |65 |14 | 4 4.5
25 230 [1201 9570 |14 | 4 S
32 260 |115]100| 75|14 | 4 5.5
40 260 |115[110|185 |14 | 4 6
50 285 |115]120/95 |14 | 4 6.5
60 325 [125]135]|110] 14| © 9
65/70] 355 [135]140[115]/14 | 6 |13
80 375 [140[155[130[ 14| 8 | 14
90 375 |[140|170|145| 14 | 8 |16
100 | 465 |180]175]150]14 | 8 | 21
125 | 515 |190|200(175| 14 | 12 | 35
150 | 545 |200|230(205| 14 | 12 | 36
175 | 600 |2101270]240118 | 12 | 43
200 | 665 |210]295]265]18 | 12 | 60
250 | 750 |220|350]320/18 | 20 | 74
300 | 865 |230/385]360] 14 | 24 [130
350 | 960 |280(450|410[ 14 | 20 [175
400 |1045|290|505|465| 14 | 24 [205
450 |1170|300[540|515| 14 | 24

Flangia quadra
Square flange

DN<50

Flangia tonda
Round flange

DN>60

L
Combinazione materiali standard — Standard materials Combination
A/316 B/316 B/B N/316 N/M
ITEM DENOMINAZIONE MATERIALE MATERIALE MATERIALE MATERIALE MATERIALE
DENOMINATION MATERIAL MATERIAL MATERIAL MATERIAL MATERIAL
01 |Bod Cast steel Bronze UNI EN1982 Bronze UNI EN1982 Bronze UNI EN1.982 Bronze UNI EN1_982
Y GP240—GH UNI EN10213 G-CuSn5Zn5Pb5 G-CuSn5Zn5Pb5S G—CuSn10Zn2Ni2 G-CuSn10Zn2Ni2
02 |Casing Cast steel Bronze UNI EN1982 Bronze UNI EN1982 Bronze UNI EN1982 Bronze UNI EN1982
GP240-GH UNI EN10213 G-CuSn5Zn5Pb5 G-CuSn5Zn5Pb5 G—CuSn10Zn2Ni2 G-CuSn10Zn2Ni2
03 |Bonnet Cast steel Bronze UNI EN1982 Bronze UNI EN1982 Bronze UNI EN1982 Bronze UNI EN1982
GP240-GH UNI EN10213 G-CuSn5Zn5Pb5 G-CuSn5Zn5Pb5 G—CuSn10Zn2Ni2 G—CuSn10Zn2Ni2
04 |Disc << DNSO) Stainless steel Bronze UNI EN1982 Bronze UNI EN1982 Bronze UNI EN1982 Bronze UNI EN1982
= AISI316 UNI EN10088 G-CuSn5Zn5Pb5 G-CuSn5Zn5Pb5 G—CuSn10Zn2Ni2 G-CuSn10Zn2Ni2
04 |Disc (> DNWOO) Cast steel GP240-GH UNI EN10213|  Bronze UNI EN1982 Bronze UNI EN1982 Bronze UNI EN1982 Bronze UNI EN1982
= plus AISI316 facing welding G-CuSn5Zn5Pb5 G-CuSn5Zn5Pb5 G-CuSn10Zn2Ni2 G-CuSn10Zn2Ni2
05 |Female screw Bronze UNI EN1982 Bronze UNI EN1982 Bronze UNI EN1982 Bronze UNI EN1982 Bronze UNI EN1982
G—CuSn5Zn5PbS G—CuSn5Zn5Pb5 G—CuSn5Zn5Pbd G-CuSn5Zn5PbS G—CuSn5Zn5Pb5
Stainless steel Stainless steel Brass Stainless steel Monel K500
06 |Stem AISI316 UNI EN10088 AISI316 UNI EN10088 CW617N (0T58) AISI316 UNI EN10088 | BS 3076 NA18 (2.4375)
07 |Body seat Stainless steel Bronze UNI EN1982 Bronze UNI EN1982 Bronze UNI EN1982 Bronze UNI EN1982
AISI316 UNI EN10088 G-CuSn5Zn5Pb5 G-CuSn5Zn5Pb5 G—CuSn10Zn2Ni2 G—CuSn10Zn2Ni2
08 Bonmet/Cosmg Galvanized Steel 8.8 | Galvanized Steel 8.8 | Galvanized Steel 8.8 | Galvanized Steel 8.8 | Galvanized Steel 8.8
stud bolt EN20898-1 EN20838—-1 EN20898-1 EN20898-1 EN20898—-1
Galvanized Steel 8.8 | Galvanized Steel 8.8 | Galvanized Steel 8.8 | Galvanized Steel 8.8 | Galvanized Steel 8.8
09 |Nut EN20898- 1 EN20898— 1 EN20898—1 EN20898—1 EN20898— 1
10 |Gasket Planiflex KG carbo/C | Planiflex KG carbo/C | Planiflex KG carbo/C | Planiflex KG carbo/C | Planiflex KG carbo/C
PF81 PF81 PF81 PF81 PF81
. Carbograph Carbograph Carbograph Carbograph Carbograph
11 |Packing GR8800 GR8800 GR8800 GR8800 GR8800
12 |Handle Steel A37 Steel A37 Steel A37 Steel A37 Steel A37
UNI EN10217-1 UNI' EN10217-1 UNI EN10217-1 UNI EN10217-1 UNI EN10217-1
Nota: Combinazioni materiali non standard a richiesta
Note: Non standard materials combinations on request
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