.~ Saracinesche serie pesante PN16 UNAV 9851
| Tab.142
’ Gate valves heavy class NP16 UNAV 9851

RF_FLANGES: A/GS Conform to:
FF_FLanGes: B/ DN<L8O UNI EN1092
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Quota "L” per A, G, GS =135mm
) Quote "L” for A, G, GS =135mm
* % Quota "L” per B =125mm
Quote 'L” for B =125mm L
H Holes |weight
NO.
DN (~) L D | K f e 1(Kq)
40 | 280 | 135*%|150(110] 18 4 135
50| 280 | 155 |165]125| 18 4 14
65 | 355 | 175 185145 18 4 24
80 | 3/5 | 185 [200]160]| 18 8 25
100] 480 | 235 [220[180] 18 3 47
1251 520 | 260 [250(210] 18 8 04
150 560 | 270 |[285(240| 22 8 /6
175] 620 | 300 [315|270| 22 3 98
200| 665 | 310 340|295 22 | 12 |115
250| /70 | 330 405|355 26| 12 |162
300| 885 | 360 [460[410| 26| 12 261
350| 990 | 400 [520/47/0| 26 | 16 [296
400(107/5| 400 [580/525| 30 | 16 |366
45011200 | 450 [640/585| 30 | 20 460
500(1300 | 460 |/15/650| 33 | 20 |550
6001600 | 495 (840|770 36 | 20 [890
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.1 Saracinesche serie pesante PN16 UNAYV 9851
' Gate valves heavy class NP16 UNAYV 9851

Tab.142

Combinazione materiali standard — Standard materials Combination
A/316 CF8M/316 B/316 B/B
TEM DENOMINAZIONE MATERIALE MATERIALE MATERIALE MATERIALE
DENOMINATION MATERIAL MATERIAL MATERIAL MATERIAL
01 |Bod Cast steel Stainless steel Bronze UNI EN1982 Bronze UNI EN1982
oay GP240-GH UNI EN10213 CF8M ASTM A351 G—-CuSn5Zn5Pb5 G-CuSnbZn5Pb5
02 |casi Cast steel Stainless steel Bronze UNI EN1982 Bronze UNI EN1982
asing GP240-GH UNI EN10213 CF8M ASTM A351 6-CuSn5Zn5Pb5 G—CuSn5Zn5Pb5
03 |B ¢ Cast steel Stainless steel Bronze UNI EN1982 Bronze UNI EN1982
onne GP240-GH UNI EN10213 CF8M ASTM A351 6-CuSn5Zn5Pb5 6—-CuSn5Zn5Pb5
. Stainless steel Stainless steel Bronze UNI EN1982 Bronze UNI EN1982
04 |Disc (g DNSO) AISI316 UNI EN10088 AISI316 UNI EN10088 G—CuSn5Zn5Pb5 G—-CuSn5Zn5Pb5
. Cast steel GP240-GH UNI EN10213  Stainless steel Bronze UNI EN1982 Bronze UNI EN1982
04 |Disc (> DNT00)™ jus"usis16 focing weiding CFBM ASTM A351 G- CUSn57n5PbS G—CuSn57n5PbS
Bronze UNI EN1982 Bronze UNI EN1982 Bronze UNI EN1982 Bronze UNI EN1982
05 |Female screw 6—-CuSn57n5Pb5 6—CuSn57n5Pb5 6—-CuSn57n5Pb5 6-CuSn57n5Pb5
St Stainless steel Stainless steel Stainless steel Brass
06 em AISI316 UNI EN10088 AISI316 UNI EN10088 AISI316 UNI EN10088 CW617N (OT58)
Stainless steel Stainless steel Bronze UNI EN1982 Bronze UNI EN1982
07 |Body seat AISI316 UNI EN10088 | AISI316 UNI EN10088 G-CuSn57n5Pb5 G-CuSn5Zn5Pb5
08 Bonnet/Casing | Galvanized Steel 8.8 | Stainless steel Galvanized Steel 8.8 | Galvanized Steel 8.8
stud bolt EN20898—1 B&8M EN20898-1 EN20898-1
09 [Nut Galvanized Steel 8.8 Stainless steel Galvanized Steel 8.8 | Galvanized Steel 8.8
u EN20898—1 Gr.8M EN20898-1 EN20898-1
10 |Gasket Planiflex KG carbo/C | Planiflex KG carbo/C | Planiflex KG carbo/C | Planiflex KG carbo/C
QSKE PF81 PF81 PF81 PF81
11 |Packi Carbograph Carbograph Carbograph Carbograph
acking GR8800 GR8800 GR8800 GR8800
Steel A37 Steel A37 Steel A37 Steel A37
12 |Handle UNI EN10217-1 UNI EN10217—1 UNI EN10217—1 UNI EN10217—1
Nota: Combinazioni materiali non standard a richiesta
Note: Non standard materials combinations on request
Combinazione materiali standard — Standard materials Combination
G/316 G/B GS/316
ITEM DENOMINAZIONE MATERIALE MATERIALE MATERIALE
DENOMINATION MATERIAL MATERIAL MATERIAL
01 |Bod Cast iron UNI EN1561 | Cast iron UNI EN1561 | Nodular cast iron
oay EN-GJL-250 EN-GJL-250 EN-GJS-400-15U UNI EN1563
02 |Ccasi Cast iron UNI EN1561 | Cast iron UNI EN1561 | Nodular cast iron
asing EN-GJL-250 EN-GJL=250 EN-GJS—400-15U UNI EN1563
03 |B ¢ Cast iron UNI EN1561 | Cast iron UNI EN1561 | Nodular cast iron
onne EN-GJL—250 EN-GJL-250 EN-GJS—400-150 UNI EN1563
. Stainless steel Bronze UNI EN1982 Stainless steel
04 |Disc (g DNSO) AISIZ16 UNI EN10088 G—CuSn5Zn5Pb5 AISI316 UNI EN10088
. Cast steel GP240-GH UNI EN10213] Bronze UNI EN1982  |Cast steel GP240-GH UNI EN10213
04 |Disc (2 DNWOO) plus AlSI316 facing welding G-CuSn5Zn5Pb5 plus AISI316 facing welding
Bronze UNI EN1982 Bronze UNI EN1982 Bronze UNI EN1982
05 |Female screw 6-CuSn5Zn5Pb5 6-CuSn5Zn5Pb5 6—CuSn5Zn5Pb5
St Stainless steel Brass Stainless steel
06 em AISI316 UNI EN10088 CW617N (0T58) AISI316 UNI EN10088
Stainless steel Bronze UNI EN1982 Stainless steel
07 |Body seat AISI316 UNI EN10088 G-CuSn5Zn5Pb5 AISI316 UNI EN10088
08 Bonnet/Casing | Galvanized Steel 8.8 | Galvanized Steel 8.8 | Galvanized Steel 8.8
stud bolt EN20898-1 EN20898—1 EN20898—-1
09 Galvanized Steel 8.8 | Galvanized Steel 8.8 | Galvanized Steel 8.8
Nut EN20898- 1 EN20898—1 EN20898—1
Planiflex KG carbo/C | Planiflex KG carbo/C | Planiflex KG carbo/C
10 |Gasket PF8" PFB" PF8!
. Carbograph Carbograph Carbograph
11 |Packing GR8800 GR8800 GR8800
Steel A37 Steel A37 Steel A37
12 |Handle UNI EN10217—1 UNI EN10217—1 UNI EN10217-1

Nota: Combinazioni materiali non standard a richiesta
Note: Non standard materials combinations on request
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