Saracinesche classe ANSI150
Gate valves class ANSI150

Tab.193GS

#D1 Conform to:
| Test API 598
—% : J—® MSS SP61
ANSI B16.5
ANSI B16.10
ANSI B16.34
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H H Holes Weight Combinazione materiali standard — Standard Combination materials
DN [ D1| (™ (~) L D K f | no (Kq) GS/316 GS/B
(Open) | (Close) f 9 TEM | DENOMINAZIONE MATERIALE MATERIALE
1"1/2 175 395 345 165.11127.0]1 98.4 16 4 DENOMINATION MATERIAL MATERIAL
» : : : Nodular cast iron | Nodular cast iron
2”7 |1200| 455 | 405 |177.8]152.4|120.6| 19 | 4 |20 O1 |Body ASTM A395 ASTM A395
2°1/2[200| 545 | 475 [190.5]177.8[139.7] 19 | 4 | 41 02 |Bonnet Nodular cast iron | Nodular c&s;;m
3” 250| 645 | 565 [203.2]1190.5|152.4| 19 4 142 Stanless steal Bronze
4™ [250] 740 | 625 |228.6[228.6[190.5[ 19 | 8 |59 | | O3 |Body seat ASTM A182 (F316) ASTM_B62
5" 300| 820 680 |254.0]1254.0|215.9| 22 8 |73 , ASS}"M‘”‘:}S; Sctﬁgb ASB{Q”ZBSBZ
6 BOO 950 800 2667 2794 24/‘5 22 8 95 04 |Disc Nodular %rost iron Nodular %(ost iron
8” 1400/1180 | 980 [292.11342.9(|298.4| 22 8 AsmétAsgf + s.st. C‘FBM ASTM A395 + Bronze
N i B
10" 5001385 | 1130 [330.2|406.4|361.9] 25 | 12 [241] | 05 |Stem ASTM AT82 (F316) | ASTM B0 o Brass
127 |500| 1660 | 1325 [355.6]482.61431.8| 25 | 12 |335
06 [Handwheel Sheet of carbon steel | Sheet of carbon steel
07 |Glond florge | STt At05 ASTH B62
08 |Gasket P\oniﬂexpégwcorbo/() P\oniﬂexp&égwcorbo/c
. Carbograph Carbograph
09 |Packing GR8800 GR8800
Nota: Combinazioni materiali non standard a richiesta
Note: Combinations non standard materials on request
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