- Casse fango PN6 - via diritta (UNAV8771-UNI3444)

' Mud boxes NP6 - straight type (UNAV8771-UNI3444) Tab.155

Exec. per DN100—-300

Exec. per DN40-80
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DN| b | d|e|el|H|HI|L |D]| K] f ot
40 116 140 | 88| 92 |192|1120]160[130|100| 14 | 4 | 28
5016 150 [ 88| 92 |19211201160[140[110] 14| 4 | 30
65|16 |65 (110129 |260|137|205[160[130] 14| 4 | 58
80 |18 180 |110]129 |263|/137]205(190(150| 18 | 4 | 60
100 18 |1001125]152.5|290|168|220[210{170118 | 4 | 92
125| 20 1125148163 |308|175|245]240(200] 18 | 8 | 108
150| 20 11501148163 |316|175|245]265(225]18 | 8 | 115
175 22 (1751751180 |370(215(270]295|255] 18 | 8 | 176
200| 22 (200175180 |370(215|270]1320(|280/ 18 | 8 | 176
250| 24 |250|1217|225|470(235|355|375|335] 18 | 12
300| 24 |300(217|225|470(235|355]|440|395| 22 | 12
Combinazione materiali standard — Standard materials Combination
G/316 G/AZ
ITEM DENOMINAZIONE MATERIALE MATERIALE
DENOMINATION MATERIAL MATERIAL
01 [Body Cast iron UNI EN1561 | Cast iron UNI EN1561
EN-GJL-250 EN-GJL-250
02 lcover Cast iron UNI EN1561 | Cast iron UNI EN1561
EN-GJL-250 EN-GJL—-250
03 [Strainer Stainless steel Galvanized steel
AISI316 UNI EN10088 Fe430 UNI EN10025
Nota: Combinazioni materiali non standard a richiesta
Note: Non standard materials combinations on request
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