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20 | 72 | 100 | 155 ] 90 | 65 | 14 4 3.2 = <
25 78 100 | 160 | 95 70 14 4 4
32 | 82 | 120|170 [100 | 75 | 14 | 4 6 &
40 85 200 | 110 | 85 14 4 6.5 \
50 95 155 | 235 | 120 | 95 14 4 9 ~ -
70 — 295 | 140 | 115 14 6 16 o oo — Q
80 — 205 | 310 | 155 | 130 14 8 18 < /
100 — 335|175 1150 14 8 20
125 — 200 | 175 14 12 = g
150 — 400 | 230 | 205 | 14 12 | S
200 — 295 | 265 | 18 12 |
250 | — 3501320 18 | 20 v
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Combinazione materiali standard — Standard materials Combination
A/316 B/316 N/316
TEM DENOMINAZIONE MATERIALE MATERIALE MATERIALE
DENOMINATION MATERIAL MATERIAL MATERIAL
01 |Bod Cast steel Bronze UNI EN1982 Bronze UNI EN1982
oay GP240-GH UNI EN10213 6-CuSn5Zn5Pb5 G-CuSn10Zn2Ni2
Cast steel Bronze UNI EN1982 Bronze UNI EN1982
02 |Bonnet GP240—GH UNI EN10213 G-CuSn5Zn5Pb5 G-CuSn10Zn2Ni2
03 Istrai basket Stainless steel Stainless steel Stainless steel
raner DASKEl|  aig1316 UNI EN10088 AISI316 UNI EN10088 AISI316 UNI EN10088
04 |Gasket Planiflex K& carbo/C EPDM EPDM
Galvanized Steel 8.8 Stainless Steel Stainless Steel
OS5 |Bonnet stud bolt EN20898- 1 AISI304 (A2) AISI316 (A4)
Nut Galvanized Steel 8.8 Brass Stainless Steel
06 |Nu EN20898—1 CW617N_(0T58) AISI316 (A4)
Nota: Combinazioni materiali non standard a richiesta
Note: Non standard materials combinations on request
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