Suction valves - closed and open type

. Pigne di fondo - tipo chiuso e tipo aperto
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Foro filtraggio standard: 8mm (interasse 12mm)
Standard filtering hole: 8mm (12mm wheelbase)
Exec.01 — UNAV 8921.1 Exec.02 — UNAV 8922.1
Tipo chiuso — Closed type Tipo aperto — Open type
Exec.01 Exec.02
d | d1 ][ D H %S| d | d1] b | H
40 48 90 86 40 48 90 92.5
50 60 115 98 50 60 115 | 105
65 80 150 | 123 65 80 150 | 130
1%% WgﬁL ;28 122 180% W9144 ;ig 1:2 Combinazione materiali standard — Standard materials Combination
AZ 316
125 | 138 | 275 | 238 125 | 158 | 275 | 246 TEM | DENOMINAZIONE MATERIALE MATERIALE
150 | 165 | 330 | 288 150 | 165 | 330 | 296 DENOMINATION MATERIAL MATERIAL
175 | 200 | 390 | 338 175 | 200 | 390 | 347 01 |Body Go\v&nﬁdeﬁ?eééSZZgSJR) A%T;wig‘ii\sg\?wtgoegs
200 | 225 | 450 | 380 200 | 225 | 450 | 389 - -
250 | 280 | 550 | 477 02 |Basket GO‘V(]UWNZFdESNt?e(‘Jész?JR) A%%]w‘g‘iiwsmswtgoegs
300 | 330 | 660 | 573 03 |Pin Galvanized steel (S275JR)|  Stainless steel
350 | 375 | 770 | 669 UNI_EN10025 Agﬂ.ﬁ‘UN‘ ENLOOS‘S
400 | 425 | 925 | 814 04 |Collet GO‘V%ﬂﬁdes’\ﬁeéészzgSJR) A‘S‘%wg EE\SEI\TWSO%S
450 | 478 | 1040 914 Nota: Combinazioni materiali non standard a richiesta
500 | 530 | 1150 | 1004 Note: Non standard materials combinations on request
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